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Holder of Certificate: Berliner Seilfabrik GmbH & Co.
Lengeder Straße 4
13407 Berlin
GERMANY

Certification Mark:

 
Product: Playground equipment

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the Testing, Certification, Validation and Verification Regulations of TÜV SÜD Group 
have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 713319027-03

Valid until: 2029-09-03

Date, 2024-09-11

( Jens Biesenack )
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Model(s): 70.100.123, 70.100.135, 70.100.147, 
70.200.030, 70.200.020, 70.200.010, 
70.300.147.002.00, 70.300.147.003.00, 
70.300.147.001.00, 70.300.147.000.00, 
70.300.135.003.00, 70.300.135.002.00, 
70.300.135.001.00, 70.300.135.000.00, 
70.300.123.002.00, 70.300.123.003.00, 
70.300.123.001.00, 70.300.123.000.00

Parameters:                                     The VARIO series consists of an icosahedron space framework. 
with a simple buckyball space net structure.
Optionally extendable with slide and access net.
 
All tensioning points are fitted with a centrally supported 
single-point tensioning system.
The 25 tubes of the scaffolding system are protected against 
corrosion. powder-coated. and have a diameter of 48.3 mm.
The 11 nodes of the space framework are made of cast 
aluminium and are powder-coated as well.
The space net is made of polyester sheathed steel ropes 
(U-Rope®) with a diameter of 16 mm. 
The steel wires that are used are drawn galvanised.
Aluminium cloverleaf rings are used as the intersection 
points of the ropes.

                                                           Roplay 123, 135, 147 
aluminium rope tensioner Ø: 250 mm, tubes Ø: 48,3 mm, 
polyester sheathed steel ropes Ø: 16 mm
 
Roplay MS, MM, ML
Mast (Ø 133 x 5,0 mm), Polyester coated steel ropes (Ø16 mm),
hollow aluminium spheres (Ø 250 mm), 
1-2 rubber membranes 9 mm, fabric-reinforced

                                                          

                                                          70.100.123 Roplay 123: 
Dimensions (L x W x H):    2.90 x 3.30 x 2.70 m

70.100.135 Roplay 135: 
Dimensions (L x W x H):    3.75 x 4.30 x 3.50 m
 
70.100.147 Roplay 147: 
Dimensions (L x W x H):    5.05 x 5.80 x 4.73 m
 
70.200.030 Roplay ML: 
Dimensions (L x W x H):    6.09 x 11.99 x 12.60m
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70.200.020 Roplay MM: 
Dimensions (L x W x H):    5.06 x 9.97 x 10.48 m
 
70.200.010 Roplay MS: 
Dimensions (L x W x H):    4.00 x 7.92 x 8.32 m
 
70.300.147.002.00 Roplay Vario L + slide + access net:
Dimensions (L x W x H):    12.60 x 6.90 x 4.40 m
 
70.300.147.003.00 Roplay Vario L + access net:
Dimensions (L x W x H):    7.40 x 5.10 x 4.40 m 
 
70.300.147.001.00 Roplay Vario L + slide:
Dimensions (L x W x H):    10.20 x 5.10 x 4.40 m
 
70.300.147.000.00 Roplay Vario L: 
Dimensions (L x W x H):    5.30 x 5.10 x 4.40 m
 
70.300.135.003.00 Roplay Vario M + access net:  
Dimensions (L x W x H):    5.50 x 3.80 x 3.20 m
 
70.300.135.002.00 Roplay Vario M + de + access net
Dimensions (L x W x H):    9.90 x 5.10 x 3.20 m
 
70.300.135.001.00 Roplay Vario M + slide: 
Dimensions (L x W x H):    8.20 x 3.80 x 3.20 m
 
70.300.135.000.00 Roplay Vario M: 
Dimensions (L x W x H):    3.90 x 3.80 x 3.20 m
 
70.300.123.002.00 Roplay Vario S + access net + slide:
Dimensions (L x W x H):    7.80 x 3.80 x 2.50 m
 
70.300.123.003.00 Roplay Vario S + access net:
Dimensions (L x W x H):    4.20 x 2.90 x 2.50 m
 
70.300.123.001.00 Roplay Vario S + slide: 
Dimensions (L x W x H):    6.60 x 2.90 x 2.50 m
 
70.300.123.000.00 Roplay Vario S:
Dimensions (L x W x H):    3.00 x 2.90 x 2.50 m
 

Tested 
according to:

EN 1176-1:2017/A1:2023
EN 1176-11:2014
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 TÜV SÜD Product Service GmbH 
 Certification Body 
 Ridlerstraße 65 
 80339 Munich 
 Germany 
 
 TÜV SÜD America Inc. 
 401 Edgewater Place Suite #500 
 Wakefield, MA 01880 USA 
 
 TÜV SÜD PSB Pte Ltd 
 15 International Business Park 
 TÜV SÜD @ IBP 
 Singapore 609937 
 
 TUV SUD BABT 
 Octagon House 
 Concorde Way 
 Fareham 
 Hampshire 
 PO15 5RL 
 United Kingdom 
 
 TÜV SÜD Certification and Testing (China) Co. Ltd. 
 No. 10 Huaxia Rd.(m) 
 Xishan District 
 Wuxi 
 Jiangsu 
 P.R.China 
 
 TÜV SÜD SFDK 
 Av.General Valdomiro de Lima, 833 – Jabaquara 
 São Paulo – SP 
 04344-070 
 Brazil
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




